
HomeWiFi access point
Series 8265 For use in Zone 1

 

1

  
12.11.2023 · PO·en NetwOrk tecHNOlOgy

A5<Reg TAB>

• Provides wiFi functionality for Zones 1 or 2
• Project-specificbuilt-incomponentsforWiFiorotherwireless

technologiesofyourchoice
• Robustfieldenclosuresuitableforindustrialapplications

 ◤ Selection Table

Version  8265/ 5 ex d enclosure
ProductDescription WLANAccessPointaccordingtospecification

Grid-boundinterface Antennacableinterface Product type Art. No. Weight
Ethernet100BASE-T,1000BASE-T N-typesocket,intrinsicallysafeExia 8265/ 5.-…. 273558 -

 ◤ IECEx / ATEX

Zone 0 1 2 20 21 22

Installation in ● ● ● ●

 ◤ Technical Data

explosion Protection
IECExgasexplosionprotection Exde[iaGa]IICT6Gb
Iecex dust explosion protection Extb[iaDa]IIICT130°CDb
ATEXgasexplosionprotection EII2(1)GExde[iaGa]IICT6Gb
AteX dust explosion protection EII2(1)DExtb[iaDa]IIICT130°CDb
electrical Data
Antenna diversity MIMO
radio standards 802.11
Configuration Depends on installed device
AmbientConditions
Ambienttemperature -20°C...+60°CDependsoninstalleddevice
MechanicalData
Degreeofprotection(IP) IP66
Min. dimensions 236 x 236 x 227 mm
Max. dimensions 335 x 505 x 281 mm
Dimensions note Depends on installed device
components
AvailableforAruba AP-324,AP-318,AP-518
AvailableforCisco 2802e,3802e,ESW6300,Catalyst

TheSeries8265WiFiaccesspointenableswirelessdatatransmissionviaWiFiinZone1,forinstancein
ordertoretrievedataorcontrolprocessesviasmartphone,tabletornotebook.TheWiFiaccesspointiseasy
toinstallandcanalsobeusedacrossawiderangeoftemperaturesandinvirtuallyallconditionsthankstoits
robustenclosure.

My r. StAHl 8265C

https://r-stahl.com/en/global/products/materialid/273558
https://r-stahl.com/en/global/products/downloads/webcode/8265C
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Antennasforoffshoreuseareavailableonrequest.

 ◤ Accessories

Figure Description Art. No. Weight
Antennas

Frequencyrange: 2.4to2.485GHz 
  5.15to5.875GHz 
Antennagain: 4.7dBiat2.4GHz 
  3.4dBiat5GHz 
Connection: Nconnector(compatiblewith9730/37-25and9731) 
TheantennaisclassedassimpleapparatusaccordingtoEN60079-11.

292908 110g

Frequencyrange: 2.4to2.485GHz 
  5.15to5.875GHz 
Antennagain: 4.7dBiat2.4GHz 
  3.4dBiat5GHz 
Connection: N-typesocket(forindirectmounting) 
TheantennaisclassedassimpleapparatusaccordingtoEN60079-11.

292909 110g

Frequencyrange: GSM(850/900/1800/1900) 
  3g (UMtS) (800–2100) 
  4G–LTE(bands1,2,3,4,7,10,23,25,30,33,34,35,36,37,38,39,40,41,65,66) 
Max.antennagain: 2dBi 
Connection: Nconnector(compatiblewith9730/37-25and9731) 
TheantennaisclassedassimpleapparatusaccordingtoEN60079-11.

292910 120g

Installation kit
Installationkitfortheantenna 207408 160g

 ◤ Technical Data

components
AvailableforProSoft rlX2- IHNF
AvailableforSiemens SCALANCEW1788,W780,W770,W760


